
Grooved Adapter Kits are available with male pipe threads, male socket
weld, or female pipe threads. A grooved adapter kit includes two each of
the grooved adapters. It is also necessary to specify the appropriate
hardware kit containing two each of the retaining ring, retaining nut, and
O-ring in EP, Butyl, or FKM material.

PVC Grooved Adapter Kits for K520 & K550 Valves
QA-K520-PA 3/8 inch Female Pipe Thread NPT (2 ea.)
QA-K520-P 1/2 inch Male Pipe Thread NPT (2 ea.)
QA-K520-PC 1/2 inch Male Socket Weld (2 ea.)
QA-K520-PE 15 mm Male Socket Weld, ISO (2 ea.)

PVC Grooved Adapter Kits for K521 & K551 Valves
QA-K521-PA 3/4 inch Female Pipe Thread NPT (2 ea.)
QA-K521-P 1 inch Male Pipe Thread NPT (2 ea.)
QA-K521-PC 1 inch,Male Socket Weld (2 ea.)
QA-K521-PE 25 mm Male Socket Weld, ISO (2 ea.)

PVC Grooved Adapter Kits for K524 & K554 Valves
QA-K524-PA 1-1/4 inch Female Pipe Thread NPT (2 ea.)
QA-K524-P 1-1/2 inch Male Pipe Thread NPT (2 ea.)
QA-K524-PC 1-1/2 inch Male Socket Weld (2 ea.)
QA-K524-PE 40 mm Male Socket Weld, ISO (2 ea.)

Grooved Adapter Hardware Kits for K520 & K550 Valves
QA-K520109 Hardware, EP Seals (2 ea.)
QA-K520110 Hardware, Butyl Seals (2 ea.)
QA-K520111 Hardware, FKM Seals (2 ea.)

Grooved Adapter Hardware Kits for K521 & K551 Valves
QA-K521109 Hardware, EP Seals (2 ea.)
QA-K521110 Hardware, Butyl Seals (2 ea.)
QA-K521111 Hardware, FKM Seals (2 ea.)

Grooved Adapter Hardware Kits for K524 & K554 Valves
QA-K524109 Hardware, EP Seals (2 ea.)
QA-K524110 Hardware, Butyl Seals (2 ea.)
QA-K524111 Hardware, FKM Seals (2 ea.)

K52, K53, & K55 SERIES COMPOSITE VALVE ADAPTER KITS

PVC Union End Connector Kits featuring female socket weld adapters
are available in ASTM (American), ISO (Metric), or JIS (Japanese) pipe
standards. These adapters are available with EP, FKM, or Butyl O-rings.
Kits contain two each of the sockets and connecting hardware. One kit is
needed per valve

PVC Union End Connector Kits for K520 & K550 Valves
QA-K520100 1/2 inch ASTM, EP Seals (2 ea.)
QA-K520101 1/2 inch ASTM, Butyl Seals (2 ea.)
QA-K520102 1/2 inch ASTM, FKM Seals (2 ea.)

QA-K520103 15 mm ISO, EP Seals (2 ea.)
QA-K520104 15 mm ISO, Butyl Seals (2 ea.)
QA-K520105 15 mm ISO, FKM Seals (2 ea.)

QA-K520106 15 mm JIS, EP Seals (2 ea.)
QA-K520107 15 mm JIS, Butyl Seals (2 ea.)
QA-K520108 15 mm JIS, FKM Seals (2 ea.)

PVC Union End Connector Kits for K521 & K551 Valves
QA-K521100 1 inch ASTM, EP Seals (2 ea.)
QA-K521101 1 inch ASTM, Butyl Seals (2 ea.)
QA-K521102 1 inch ASTM, FKM Seals (2 ea.)

QA-K521103 25 mm ISO, EP Seals (2 ea.)
QA-K521104 25 mm ISO, Butyl Seals (2 ea.)
QA-K521105 25 mm ISO, FKM Seals (2 ea.)

QA-K521106 25 mm JIS, EP Seals (2 ea.)
QA-K521107 25 mm JIS, Butyl Seals (2 ea.)
QA-K521108 25 mm JIS, FKM Seals (2 ea.)

PVC Union End Connector Kits for K524 & K554 Valves
QA-K524100 1-1/2 inch ASTM, EP Seals (2 ea.)
QA-K524101 1-1/2 inch ASTM, Butyl Seals (2 ea.)
QA-K524102 1-1/2 inch ASTM, FKM Seals (2 ea.)

QA-K524103 40 mm ISO, EP Seals (2 ea.)
QA-K524104 40 mm ISO, Butyl Seals (2 ea.)
QA-K524105 40 mm ISO, FKM Seals (2 ea.)

QA-K524106 40 mm JIS, EP Seals (2 ea.)
QA-K524107 40 mm JIS, Butyl Seals (2 ea.)
QA-K524108 40 mm JIS, FKM Seals (2 ea.)

Grooved Female 
Pipe Thread

Grooved Male 
Socket Weld

Grooved Male 
Socket Weld Metric

Grooved Male 
Pipe Thread

Hardware Kit

Safe Water Technologies, Inc.
Elgin, IL USA |  847-888-6900  |  info@swtwater.com
FORM AKL01   November 2013

Union End



K52, K53, & K55 SERIES COMPOSITE VALVE ADAPTER KITS

These adapters thread directly onto the valve and are equipped with either
flanged ends, male socket ends, or female socket ends. All threaded
adapter kits come with EP O-rings. One adapter kit is required per valve,
and an adapter kit includes two each of threaded adapters and O-rings.

PVC Flange Adapter Kits with EP O-rings for K524 & K554 Valves
QA-K524-V 2 inch, ASTM (2 ea.)

PVC Flange Adapter Kits with EP O-rings for K526 Valves
QA-K526-L 2-1/2 inch, ASTM (2 ea.)
QA-K526-T 3 inch, ASTM (2 ea.)

PVC Female Socket Adapter Kits with EP O-rings for K524 & K554
Valves
QA-K524-UF08UEP 2 inch, ASTM (2 ea.)
QA-K524-UF50MEP 50 mm, ISO (2 ea.)
QA-K524-UF50JEP 50 mm, JIS (2 ea.)

PVC Female Socket Adapter Kits with EP O-rings for K526 Valves
QA-K526-UF10UEP 2-1/2 inch, ASTM (2 ea.)
QA-K526-UF65MEP 65 mm, ISO (2 ea.)
QA-K526-UF65JEP 65 mm, JIS (2 ea.)

PVC Male Socket Adapter Kits with EP O-rings for K524 & K554
Valves
QA-K524-UM08UEP 2 inch, ASTM (2 ea.)
QA-K524-UM-50MEP 50 mm, ISO (2 ea.)

PVC Male Socket Adapter Kits with EP O-rings for K526 Valves
QA-K526-UM10UEP 2-1/2 inch , ASTM (2 ea.)
QA-K526-UM-65MEP 65 mm, ISO (2 ea.)

PVC Female Socket Weld Connector Kits are available in ASTM
(American), ISO (Metric), or JIS (Japanese) pipe standards. Connector
kits consist of two each of the sockets. One kit is needed per valve.

PVC Female Socket Weld Connector Kits for K531 Valves
QA-K531-577 3/4 inch ASTM (2 ea.)
QA-K531-060 1 inch ASTM (2 ea.)
QA-K531-062 25 mm ISO (2 ea.)
QA-K531-061 25 mm JIS (2 ea.)

PVC Female Socket Weld Connector Kits for K534 Valves
QA-K534-060 1-1/2 inch ASTM (2 ea.)
QA-K534-062 40 mm ISO (2 ea.)
QA-K534-061 40 mm JIS (2 ea.)

PVC Female Socket Weld Connector Kits for K535 Valves
QA-K535-060 2 inch ASTM (2 ea.)
QA-K535-062 50 mm ISO (2 ea.)
QA-K535-061 50 mm JIS (2 ea.)

PVC Female Socket Weld Connector Kits for K537 Valves
QA-K537-060 3 inch ASTM (2 ea.)
QA-K537-062 80 mm ISO (2 ea.)
QA-K537-061 75 mm JIS (2 ea.)
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