
V46 SERIES STAINLESS STEEL VALVE PART NUMBER MATRIX

Abbreviations:

ASTM American Standard
BSPT British Standard Pipe Tapered
EP Ethylene Propylene
FKM Fluorocarbon

LS Limit Stop Option
NC Normally Closed
NO Normally Open

NPT National Pipe – Tapered Standard
SAC Spring Assist Closed
SAO Spring Assist Open

Pipe Size

 C = 1 inch
 E = 1.5 inch
 F = 2 inch

Valve Options

 00 = NO (Standard)
 01 = NO, SAO
 02 = NO, SAC
 10 = NO, LS
 11 = NO, LS, SAO
 30 = NC
 32 = NC, SAC
 40 = NC, LS

Diaphragm/Disk/Dynamic Seal/Static Seal

 0 = Buna N/Buna N/Buna N/Buna N
 1 = Buna N/EP/EP/EP
 2 = FKM/FKM/FKM/FKM
 4 = FKM/EP/EP/EP
 5 = Buna N/FKM/FKM/FKM
 6 = FDA Grade Buna N Seal & Diaphragm

Buna-N / Buna-N valves rated up to 150°F
FKM / FKM valves rated up to 250°F
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Body & Cap Material

 2 = 316 Cast Stainless Steel

Pipe Connections

 0 = Female NPT
 3 = Flanged ASTM


